NUMERICAL SIMULATION OF INTERACTION OF ULTRASONIC WAVE WITH BONE by Pranowo, .
C6_12_ISCS 2012
by Pranowo Pranowo
Submission date: 08-Jan-2018 02:01AM (UTC+0700)
Submission ID: 900721218
File name: C6_12_ISCS_2012.doc (4.34M)
Word count: 1853
Character count: 11996








FINAL GRADE
/0
C6_12_ISCS 2012
GRADEMARK REPORT
GENERAL COMMENTS
Instructor
PAGE 1
PAGE 2
PAGE 3
PAGE 4
PAGE 5
PAGE 6
PAGE 7
PAGE 8
19%
SIMILARITY INDEX
9%
INTERNET SOURCES
13%
PUBLICATIONS
0%
STUDENT PAPERS
1 5%
2 2%
3 2%
4 1%
5 1%
6 <1%
7 <1%
C6_12_ISCS 2012
ORIGINALITY REPORT
PRIMARY SOURCES
Carey Marcinkovich. "On the implementation of
perfectly matched layers in a three-
dimensional fourth-order velocity-stress f inite
difference scheme", Journal of Geophysical
Research, 2003
Publicat ion
hal.inria.fr
Internet  Source
arxiv.org
Internet  Source
JULIEN DIAZ. Journal of Computational
Acoustics, 2005
Publicat ion
faraday.fc.up.pt
Internet  Source
www.lrbo.ru
Internet  Source
COMPEL: The International Journal for
Computation and Mathematics in Electrical and
8 <1%
9 <1%
10 <1%
11 <1%
12 <1%
13 <1%
14 <1%
Electronic Engineering, Volume 33, Issue 1-2
(2014-03-28)
Publicat ion
www.prep4usmle.com
Internet  Source
Hesthaven, J.S.. "Spectral Collocation Time-
Domain Modeling of Diffractive Optical
Elements", Journal of Computational Physics,
19991101
Publicat ion
Journal of Financial Reporting and Accounting,
Volume 13, Issue 1 (2015)
Publicat ion
Jingyi Chen. "Application of the nearly perfectly
matched layer for seismic wave propagation in
2D homogeneous isotropic media : Application
of the nearly perfectly matched layer",
Geophysical Prospecting, 07/2011
Publicat ion
www.wessex.ac.uk
Internet  Source
f ti.uajy.ac.id
Internet  Source
Jiang, L.. "Flow field of a triple-walled gas-
sampling probe with sub-cooled boiling effect",
Flow Measurement and Instrumentation,
15 <1%
16 <1%
17 <1%
18 <1%
19 <1%
20 <1%
200706
Publicat ion
digital.lib.washington.edu
Internet  Source
Vu-Hieu Nguyen. "Simulation of ultrasonic
wave propagation in anisotropic poroelastic
bone plate using hybrid spectral/f inite element
method : ULTRASONIC WAVE PROPAGATION
IN ANISOTROPIC POROELASTIC BONE
PLATE", International Journal for Numerical
Methods in Biomedical Engineering, 03/2012
Publicat ion
people.na.infn.it
Internet  Source
COMPEL: The International Journal for
Computation and Mathematics in Electrical and
Electronic Engineering, Volume 33, Issue 4
(2014-09-16)
Publicat ion
lra.le.ac.uk
Internet  Source
Michael Dumbser. "An arbitrary high-order
discontinuous Galerkin method for elastic
waves on unstructured meshes ? II. The three-
dimensional isotropic case", Geophysical
Journal International, 10/2006
Publicat ion
21 <1%
22 <1%
23 <1%
24 <1%
25 <1%
26 <1%
www.sdk.co.jp
Internet  Source
Encyclopedia of Earth Sciences Series, 2011.
Publicat ion
Machado, C.B.. "Experimental and simulation
results on the effect of cortical bone
mineralization in ultrasound axial transmission
measurements: A model for fracture healing
ultrasound monitoring", Bone, 20110501
Publicat ion
Jean-Philippe Groby. "Seismic motion in urban
sites consisting of blocks in welded contact with
a soft layer overlying a hard half-space",
Geophysical Journal International, 02/2008
Publicat ion
Frank Natterer, Frank Wübbeling. "7. Nonlinear
Tomography", Society for Industrial & Applied
Mathematics (SIAM), 2001
Publicat ion
Dolean, V.. "A domain decomposition method
for solving the three-dimensional time-
harmonic Maxwell equations discretized by
discontinuous Galerkin methods", Journal of
Computational Physics, 20080110
Publicat ion
